
S P E C S
ROLL SIZE                         
PATTERN REPEAT               
SIDE TO SIDE MATCH
MADE TO ORDER IN USA   

27” W x 180” L
27” / 68.58cm
STRAIGHT ACROSS
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DAUPHINE

French gardens get the royal treatment in 

Dauphine. This traditional stylized floral 

has amazing detail and forms a 

kaleidoscopic yet structured geometric 

pattern as you step back. You see an early 

appearance of this pattern in Dr. Zhivago. 

Dauphine can be ordered as a one color 

design, or use the second screen for more 

detail and additional color.

LEARN MORE!
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BYWATER BLUE
• PRINTING METHOD: HANDSCREEN
• GROUND: TYPE I SILVER MYLAR
• BACKING: NONWOVEN FIBER
• WEIGHT: 0.78 oz/sqft
• FIRE RATING: CLASS A, AS PER ASTM E 84 (ADHERED)
• FLAME SPREAD/SMOKE DEVELOPED: 15/205
• ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
• INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED

ELECTRIC RASPBERRY
• PRINTING METHOD: HANDSCREEN
• GROUND: TYPE I SILVER MYLAR
• BACKING: NONWOVEN FIBER
• WEIGHT: 0.78 oz/sqft
• FIRE RATING: CLASS A, AS PER ASTM E 84 (ADHERED)
• FLAME SPREAD/SMOKE DEVELOPED: 15/205
• ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
• INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED

GLACIER
• PRINTING METHOD: HANDSCREEN
• GROUND: TYPE I BLACK MYLAR
• BACKING: NONWOVEN FIBER
• WEIGHT: 0.78 oz/sqft
• FIRE RATING: CLASS A, AS PER ASTM E 84 (ADHERED)
• FLAME SPREAD/SMOKE DEVELOPED: 15/205
• ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
• INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED

GOOD N PLENTY
• PRINTING METHOD: HANDSCREEN
• GROUND: TYPE I CLAY COATED PLATINUM
• BACKING: NONWOVEN FIBER
• WEIGHT: 0.78 oz/sqft
• FIRE RATING: CLASS A, AS PER ASTM E 84 (ADHERED)
• FLAME SPREAD/SMOKE DEVELOPED: 15/205
• ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
• INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED


