
S P E C S
ROLL SIZE                         
PATTERN REPEAT               
SIDE TO SIDE MATCH
MADE TO ORDER IN USA   

27” W x 180” L
7.4” /18.8cm
STRAIGHT ACROSS
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HUTON

This pattern proves that florals do not 

have to be precious. Intricate and 

brambly up close, Huton fades to a 

textured color wash with a square 

geometric undertone as you move away 

from the wall.

LEARN MORE!



HUTON
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MARSHMALLOW
• PRINTING METHOD: HANDSCREEN
• GROUND: TYPE I WHITE MYLAR
• BACKING: NONWOVEN FIBER
• WEIGHT: 0.78 oz/sqft
• FIRE RATING: CLASS A, AS PER ASTM E 84 (ADHERED)
• FLAME SPREAD/SMOKE DEVELOPED: 15/205
• ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
• INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED

SILVER
• PRINTING METHOD: HANDSCREEN
• GROUND: TYPE I WHITE MYLAR
• BACKING: NONWOVEN FIBER
• WEIGHT: 0.78 oz/sqft
• FIRE RATING: CLASS A, AS PER ASTM E 84 (ADHERED)
• FLAME SPREAD/SMOKE DEVELOPED: 15/205
• ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
• INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED

AVOCADO
• PRINTING METHOD: HANDSCREEN
• GROUND: TYPE I WHITE MYLAR
• BACKING: NONWOVEN FIBER
• WEIGHT: 0.78 oz/sqft
• FIRE RATING: CLASS A, AS PER ASTM E 84 (ADHERED)
• FLAME SPREAD/SMOKE DEVELOPED: 15/205
• ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
• INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED

HOT CORAL
• PRINTING METHOD: HANDSCREEN
• GROUND: TYPE I SILVER MYLAR
• BACKING: NONWOVEN FIBER
• WEIGHT: 0.78 oz/sqft
• FIRE RATING: CLASS A, AS PER ASTM E 84 (ADHERED)
• FLAME SPREAD/SMOKE DEVELOPED: 15/205
• ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
• INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED


