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This traditional Chinese maze like
geometric is layered and sophisticated,
creating a tapestry for the eye to roam.
The design can be printed with transpar-
ent inks over chrome for big illumination
(see Byzantine), or keep it mellow with
a softer combination like Nasa Blanca.
Terminal also looks great printed as a

single screen (see Grasshopper).

LEARN MORE!
SPECS Offfran|
ROLLSIZE ———— 277" Wx 180" 1L :':
PATTERN REPEAT —— 4.5 /11.43cm iy
SIDE TO SIDE MATCH ——  STRAIGHT ACROSS -
MADE T0 ORDER IN USA [
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BYZANTINE

e PRINTING METHOD: HANDSCREEN

GROUND: TYPE I CHROME MYLAR

BACKING: NONWOVEN FIBER

WEIGHT: 0.78 oz/sqft

FIRE RATING: CLASS A, AS PER ASTM E 84 (ADHERED)

FLAME SPREAD/SMOKE DEVELOPED: 15/205

ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED

TERMINAL
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GOLDEN FIRE

e PRINTING METHOD: HANDSCREEN

e GROUND: TYPE I BLACK MYLAR

e BACKING: NONWOVEN FIBER

e WEIGHT: 0.78 oz/sqft

e FIRE RATING: CLASS A, AS PER ASTM E 84 (ADHERED)

e FLAME SPREAD/SMOKE DEVELOPED: 15/205

e ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
e INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED
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GRASSHOPPER

e PRINTING METHOD: HANDSCREEN

e GROUND: TYPE I CLRY COATED MICA

e BACKING: NONWOVEN FIBER

e WEIGHT: 0.78 oz/sqft

FIRE RATING: CLASS A, AS PER ASTM E 84 (RDHERED)

FLAME SPREAD/SMOKE DEVELOPED: 15/205

ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED

NASU BLANCA

¢ PRINTING METHOD: HANDSCREEN

® GROUND: TYPE I WHITE MYLAR

e BACKING: NONWOVEN FIBER

e WEIGHT: 0.78 oz/sqft

e FIRE RATING: CLASS A, AS PER ASTM E 84 (ADHERED)

e FLAME SPREAD/SMOKE DEVELOPED: 15/205

e ECO: PRINTED WITH WATER BASED INKS (LATEX OR ECO-SOLVENT)
e INSTALLATION: COMES UNTRIMMED | PRO INSTALL RECOMMENDED



